
FIRE HYDRANTS - 2001

FIRE HYDRANTS1

Size in Inches  12-31-00  Additions Reductions  12-31-01

4 23                        - (6) 17            
6 13,968            244             (56) 14,156     

13,991          244 (62) 14,173     

FIRE HYDRANT BRANCH PIPE1

Size in Inches  Kind of Pipe  12-31-00  Additions Reductions  12-31-01

4  Cast iron             405                           - (101) 304          
4  Ductile iron          34                             -           - 34            
6  Cast iron             161,286                    - (400) 160,886   
6  Cement asbestos       2,591                        -           - 2,591       
6  Ductile iron          116,173          7,090          (151)             123,112   
6  Polyvinylchloride 943                           -           - 943          
6  Steel 19,088                      -           - 19,088     
6  Unknown               25,963                      -           - 25,963     

326,483         7,090 (652) 332,921   

SUMMARY OF FIRE HYDRANT BRANCH PIPE BY MATERIAL1

 Kind of Pipe  12-31-00  Additions Reductions  12-31-01

Cast iron               161,691                    - (501) 161,190   
Cement asbestos         2,591                        -           - 2,591       
Ductile iron            116,207          7,090          (151)             123,146   
Polyvinylchloride       943                           -           - 943          
 Steel 19,088                      -           - 19,088     
Unknown                 25,963                      -           - 25,963     

326,483         7,090 (652) 332,921   

SUMMARY OF FIRE HYDRANT BRANCH PIPE BY DIAMETER1

 Size in Inches  12-31-00  Additions Reductions  12-31-01

4 439                           - (101) 338          
6 326,044          7,090          (551) 332,583   

326,483         7,090 (652) 332,921   

1Fire hydrants and branch pipe within the City and Total Service Contract Areas.
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